Part number: HYD Ro M A H YDR OMA

HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE TWAPABNUYECKWUE CUCTEMbI

Indicators
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VACUUM GAUGE

Scale 0 = 100 kPa (1 bar)

Scale 0 + 100 kPa (1 bar)
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PRESSURE GAUGE

Scale 0 = 600 kPa (6 bar)
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31 - Scale 0 = 1,2 MPa (12 bar) _| N
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32 = Scale 0 = 600 kPa (6 bar)
33 - Scale 0 = 1,2 MPa (12 bar) i

DIFFERENTIAL INDICATORS

uo Wo Setting 130 kPa (1,3 bar) NO S0 Setting 130 kPa (1,3 bar)
Recommended tightenini r—-'ﬁ—- Recommended tightenin
torque 90 Nm ! ¢ torque 90 Nm / ’ SPDT differential
{ I switch.
& J W “ CC.14-30V:
@ = 69 il e - al | ] > max resistive or
r i e r RE,, inductive load 4 - 3 A
3 ! & i L 02T |{ i respectively
Rt ! i 1 C.A. 125-250 V:
I 1 i I : > max resistive or
g} . N M14 inductive load 1 A
J 5 Protection IP65
—4 - g Connector DIN 43650
41
Recommended tightening
torque 90 Nm
- @30
5B AB Setting 130 kPa (1,3 bar) '
5 ©w
5C AC Setting 200 kPa (2 bar) :ﬁal_ !
5D AD Setting 250 kPa (2,5 bar) i
5k AE | Setting 500 kPa (5 bar) — [ M20%15 v
5F AF Setting 800 kPa (8 bar)
a8 Recommended tightening
_ M a5 7 torque 90 Nm
— ‘.,_ | SPDT differential
6B CB Setting 130 kPa (1,3 bar) : | switch.
T C.C.14-30V:
el cr ; | > max resistive or
6C cC Setling 200 kP (2 bat) 3 inductive load 4 - 3A
- respectivel
6D CD Setting 250 kPa (2,5 bar) L CA 125.250V:
__ o 030 > max resistive or
6E CE Setting 500 kPa (5 bar) inductive load 1A
il s Protection IP65
e S M20x1,5 Connector DIN 43650
6F CF | Setting 800 kPa (8 bar) :




VACUUM SWITCH

91 =

Setting 20 kPa (0,2 bar)

TT.

ATEX3GDEExeT6

SPDT,

C.C. 30v:

> max resistive or
inductive foad 3A - 1A

respectively

C.A. 125 0r 250V:
> max resistive or
inductive load 3A - 0,5A
re 'velr
Protection IP65
Connector DIN 43650

S8 -

Setting 25 kPa (0,25 bar)

©30

I s

P1 -

PRESSURE SWITCH

Setting 150 kPa (1,5 bar)

Setting 200 kPa (2 bar)
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ATEX3GDEExeT6
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SPDT,

CC.30v.

> max resistive or
inductive load 3A - 1A
respectively

C.A. 125 or 250V:

> max resistive or
inductive load 3A - 0,5A
re vel

Protection IP65
Connector DIN 43650

R8 e

Setting 150 kPa (1,5 bar)
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16

34,5

[o30

1/8"

7B

Setting 130 kPa (1,3 bar)

7C

Setting 200 kPa (2 bar)

7D

Setting 250 kPa (2,5 bar)

7E

Setting 500 kPa (5 bar)

7F

Setting 800 kPa (8 bar)

64,5

Recommended tightening torque 90 Nm

SPDT differential
switch.
C.C.14-30v:

> max resistive or
inductive load 4 - 3A
respectively
CA.125-250V:

> max resistive or
inductive load 1A
Protection IP65
Connector DIN 43650

Setting 130 kPa (1,3 bar)

T1

| Setting 200 kPa (2 bar)

T6

Setting 250 kPa (2,5 bar)

Setting 500 kPa (5 bar)

T3

Setting 800 kPa (8 bar)

70

Recommended tightening torque 90 Nm

SPDT differential
switch.

C.C. 14 - 30V:

> max resistive or
inductive load 4 - 3A
respectively

C.A. 125-250V:

> max resistive or
inductive load 1A
Protection IP65
Connector DIN 43650

70

Setting 130 kPa (1,3 bar)

71

Setting 200 kPa (2 bar)

76

Setting 250 kPa (2,5 bar)

72

Setting 500 kPa (5 bar)

73

| Setting 800 kPa (8 bar)

70

SPDT differential
switch.
C.C.14-30V:

> max resistive or
inductive load 4 - 3A
respectively

C.A. 125-250 V:

> max resistive or
inductive load 1A
Protection IP65

Connector DIN 43650 |

X6 =

Setting 250 kPa (2,5 bar)

82
65,3

' ! PIN1
|
Contact

i normally open
M20x 15

Recommended tightening torque 54 Nm

N.0. differential
switch.

C.C. 28-48V:

> max resistive or
inductive load 5 - 3A
respectively

C.A. 125-250 V:

> max resistive or
inductive load 4A
Protection IP65-IP69K

Connector AMP timer |-
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Technical data subject to variations without prior notice. Clogging indicators 10/2012



	Indicators_E-1b
	Indicators_E-2b
	Indicators_E-3b

