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Test20 Connection Thread M16 x 2

Test Coupling with Ball Check

Fast Coupling for

= Monitoring and control of pressure
= Venting
= Sampling in high- and low-pressure systems

Advantages

= Test system at working pressure

= Leak proof connection before ball check is open

= Simple connection to measurement, control and switching devices
= Self locking metal protective cap

Working Pressure

= Max. working pressure 630 bar / 9137 PSI
For SMK Type G and K the recommended working pressure of
fitting manufacturer should be noted.

= Connection under pressure up to 400 bar / 5801 PSI max.

Materials

= Metal Parts:
Standard material: Steel, zinc/nickel-plated = C6F (CrVI-free)
Optional:
Stainless Steel V2A (1.4305 / AISI 303) on request
Stainless Steel V4A (1.4571 / AISI 316Ti) on request

For ordering "V2A" or "V4A" please replace "C6F" with "V2A" or "V4A",

= Ball: Stainless Steel
SMK20 SMK20 Type G SMK20 Type K
Test Coupling Test Coupling complete Test Coupling for
with Port Connection with Straight Fitting 24° Cone Fittings

Introduction SMK20

Test Coupling
SMK20

B Internal Sealings

Bl Bal

I Vibration Safety
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Sealing at
Port Connection

[ Port Connection

= Sealings:
P = NBR (Buna-N®)
(Temperature range -20°C ... +100°C/ -4 °F ... +212°F)

Note: Internal sealings made of FPM, even for standard NBR-type.

V = FPM (Viton®)*
(Temperature range -20°C ... +200°C/ -4 °F ... +392 °F)

* Standard option for North America is FPM (Viton®)
E = EPDM Ethylene Propylene Diene Monomer Rubber
(for Brake fluid,
Temperature range -40°C ... +150°C/ -40°F ... +302 °F)
For ordering FPM or EPDM sealings please replace "P" with "V" or "E".
Vibration safety 0-ring made of NBR (Buna-N®) (standard).
Media
= Suitable for hydraulic oils and other Mineral oil based fluids
(Check compatibility of sealing material)
= For use with other liquid media please consult STAUFF

Protection Cap

= The complete STAUFF-Test-20-type-SMK range is also available with a hexagonal
protection cap made of steel or plastic protection cap.

For ordering the hexagonal protection cap version please add "-SK" to the order code.
(e.g. SMK20-M10x1-PA-SK-C6F)

For ordering the plastic protection cap version please add "-KK" to the order code.
(e.g. SMK20-M10x1-PA-KK-C6F)

SMK20-JIC SSK20
Test Coupling SMK-JIC Bulkhead
Connection (to SAE J514)
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Thread Sealing | Working | Dimensions Order Codes
Pressure | ("/in) NBR FPM*
G Chs)  |m1 h2  Hex (Standard Option-North America)
250 38 85 17
M8 x 1 %5 150 a3 7 | SMK20-MBx1-PA-CeF SMK20-M8x1-VA-CEF
R R - R TR
M10% 1 01377 150 39 g7 | SMK20-M10XI-PA-C6F SMK20-M10x1-VA-C6F
400 37 8 17
M10% 1 ss0i |15 a1 g7 | SMK20-M10x1-PB-CEF SMK20-M10x1-VB-C6F
630 i
M12x1,5 o137 145 47 g7 | SMK20-MI12x15-PB-CGF | SMK20-M12x1,5-VB-C6F
630 7 12 19
Mi4x15 9137 145 47 75 | SMK20-M14x15-PB-O6F | SMK20-M14x1,5-VB-C6F
630 TR
MIGX16 |TweB | oo |1us a7 g7 | SMK20-MI6X15-PB-CGF | SMK20-M16x1,5-VB-CF
400 3 8 17
G1/8 se0i 154 a1 g7 | SMK20-G1/8-PB-CEF smxzo-m/a-va-_csF
630 T SEIED
G1/4 6137 145 47 7o | SMK20-G1/4-PB-CEF SMK20-G1/4-VB-C6F
630 7 |12 2
G3/8 o137 145 47 go | SMK20-G3/8-PB-CEF SMK20-G3/8-VB-C6F
400 3 8 17
M10x 1 ce0i |1ss a1 g7 | SMK20-M10xi-PC-CBF ‘SMKZD-M10)(1-VG-06F
630 37 |12 17
Mi2x1,5 o137 145 47 g | SMK20-Mi2x15-PC-C6F | SMK20-M12x1,5-VC-CGF
630 T LI B
Mi4x1,5 o137 146 47 76 | SMK20-M14x15-PC-CEF | SMK20-M14x1,5-VC-CEF
630 |12 |2
M16%1,5 e e e e SMK20-M16x1,5-PC-C6F | SMK20-M16x1,5-VC-C6F
G1/8 SRR E T 7| sMK20-61/8-PC-C6F SMK20-G1/8-VG-C6F
5801 |154 31 67
630 37 12 19
G1/4 o137 146 47 75 | SMK20-G1/4-PC-CEF SMK20-G1/4-VC-C6F
630 TR R
G3/8 0137 146 47 g |SMK20-G3/8-PC-CoF SMK20-G3/8-VC-C6F
630 3 |14 27
G1/2 o137 150 55 105 | SMK20-G1/2-PC-CEF SMK20-G1/2-VC-C6F
400 3w 8 17
R1/B K 5801 |15 a1 g7 | SMK20-R1/BK-PD-CGF SMK20-R1/8K-VD-C6F
630 ® (12|17
R1/4 K o137 148 47 7 | SMK20-RU4K-PD-CGF SMK20-R1/4K-VD-C6F
TWPeD o WlEe 0 1
1/8 NPT ce0i |1up a9 gy | SMK20-UBNPT-PD-GEF | SMK20-1/8NPT-VD-GGF
630 3% 15 17
1/4 NPT o137 148 5o g | SMK20-VANPT-PD-CEF | SMK20-1/4NPT-VD-CEF
400 I I BT
5/16-24 UNF o0i 180 90 g7 | SMK20-5/16UNF-PE-CGF | SMK20-5/16UNF-VE-C6F
630 38 91 17
7/16-20 UNE o137 150 a5 g7 | SMK20-7/16UNF-PE-CEF | SMK20-7/16UNF-VE-C6F
630 B2 T
1/2-20 UNF o137 150 5 g7 | SMKO-UZUNF-PE-CEF | SMK20-1/2UNF-VE-CGF
630 ¥ 10 19
9/16-18 UNF o177 146 39 75 | SMK20-O/16UNF-PE-CEF | SMK20-0/16UNF-VE-C6F
B = A T T
3/4-16 UNF 6137 145 44 75 | SMK20-3/4UNF-PE-CGF | SMK20-3/4UNF-VE-C6F
630 38 |95 17
M10% 1 o137 150 a7 g7 | SMK20-M1OXI-PE-C6F SMK20-M10x1-VE-C6F
630 R Bh BT
M12x1,5 o137 145 43 g7 | SMK20-MI215-PE-CEF | SMK20-M12x1,5-VE-CEF
630 3 1119
M14x15 ors7 150 43 o5 | SMK20-M14x15-PE-CGF | SMK20-M14x1,5-VE-CEF
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Connection Thread M16x2 Test 20

Test Goupling with Port Connection
SMK20

Metal Parts

[V

=5
Standard material: Steel, zinc/nickel-plated = C6F (CrVi-free) '-:_t w
For ordering V2A (1.4305 / AISI 303) replace “C6F" with "V2A", nE

For ordering V4A (1.4571 / AISI 316Ti) replace "C6F" with "V4A".

Sealings

For ordering FPM sealings replace "P" with "V".
For ordering EPDM sealings replace "P" with "E".

* Standard option for North America is FPM (Viton®).
Sealing Details

Q-ring Type A
Metal Joint Type B
Elastomeric Sealing Type C

Taper Type D
(suitable sealant required)

% 0-ring Type E

Protection Cap

Standard material: Steel

For ordering the hexagonal protection cap version please add
"-SK" to the order code. (e.9. SMK20-M10x1-PA-SK-C6F)
For ordering the plastic protection cap version please add
"-KK" to the order code. (e.g. SMK20-M10x1-PA-KK-C6F)

For further information on materials, sealings or protection
caps, please see page B4.

Other port connections and sealings on request.
Please consult STAUFF for further information.
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