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(P -

61 200/107 ED

MCD

DIRECT OPERATED
PRESSURE RELIEF VALVE

SERIES 51

MODULAR VERSION
ISO 4401-03 (CETOP 03)

p max 350 bar
Q max (see table of performances)

MOUNTING INTERFACE OPERATING PRINCIPLE

ES0 £401-00-07-0-84 2]
[CETOP &.2-4-00-350)

P
— The MCD vslve is @ Siroct opestaled rossure relel vahe made
W% @ MOGAR varsasn With mounling serface acooring 1o the
150 L4401 {CETOP RP 121H) standards
= B cmh be sisemibied with ol 150 400100 (CETOP 03] moduler
1 byt withiou Use of Does. Uien sutabie Ba-tods o bl
= s avaiatie i wrwgie adprEtrend On Ohe Condrol
sl o Oualil On P Rl et s with fowr Aferent preddure
atip et tange
= Thas valve i noimally used an a Fydraubc Cofowd pressune
lemeling dewoe OF &% 2 hiving denice of the presiure peaks
= Il in nprmally supplied with 8 haisgoensl head sdjustmen

Rrarved

COMFIGURATIONS s saptraic spmbas tat)

= "GP, conirols the pressusre on ling P with discharge in T — DT controls the pressure on knos A-B with dschange n T

— "SAT": controls ihe pressure on lina A with dechage in T = "0 conroly the pressurs on ines A8 with croaed tricharges
— "SBT". controls the prossune on line B with discharge in T — “S8° conlrols the presswm on ne B with Sachasge in A

PERFORMAMNCES (s with mrsl o8 of vacowty Mt #t 50°C) HYDRAULIC SYMBOLS

Manimum operahng pressine bar 150 lﬁﬂ‘ﬂ’

AN Ly

MDY BAT
Mhiramiem controfod peessune #0e Ap cagram [

Mamimum o fale in condrobed nes L]
Maximurm fow rate in the free nes L]

¥min
Arrdment lemperalure range = <20 «50
c
(-]

Flusd temperature rangs 20 1 +80

Fluld viscouity range

10 = 400
According 1o 150 4406 1500
clags 201B1S

Recommanded wicouty <] 25

Mass. MCD-SP | MCD-SAT / MCD-58T /
MCD-58 kg 14
MCO-0T [ MCD-D 0

Flusd contaminaton doegree
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Part number:

[093-10241b

HYDRAULICKE SYSTEMY

-

HYDROMA HYDROMA

UKLADY HYDRAULICZNE  TMAPABAMYECKME CUCTEMBI

1 - IDENTIFICATION CODE

MCD

SERIES 51

mc
T

(CETOP 03} Modular varsion

ol [-[ [rls1

o |

Direct operated
prassurs noled vahe

Pressure adarstrment range

Toupio 25 bar 5= up o 210 bar
Jrgpio TObar &= upio 350 bar
d® g o 140 bar

Configurations:

8P singla on line P with discharge in T
BAT. single on br A with discharge in T o
SAT: single on lne B wilh dacharge in T

1]

Saais

[—- ot for pdustrmend with Counioniunk

Febn acrmw - atandard
K = Adustmont knob

N = NBR soals for mineral oda (standard)
V & FPM saals for spadial Rudy

Senes No. (The overall and mounting
mwmmmnm

DT double on lines A-B with descharge in T
doubie on Lnaes A-B with crossed dachamges
SB pngle on ling B with dachange n A

2 - CHARACTERISTIC CURVES (vatuss otiwined with viscoslly of 38 c51 st 50°C)

1. HYDRAULIC FLUIDS
Usa minsral oil-based hydraulic Nulds HL or HM type, acconrding 1o 150 6T43-4. For these Buids, use NBR seals. For Nulds HFDR hypo

(phosphate esiers) use FPM seals (code V). For the use of othas kinds of Muid such as HFA, HFB, HFC, ploase consull our Ischnical
department. Using fuids al tempenateies higher than B0 “C causes o tester degradaton of the Ruid and of the seals charpcienstics
Thaa Nuid mus! be presanved in ity physical and chamical characlanstics

4 - OVERALL AND MOUNTING DIMENSIONS

dimansaon in mm

®
@

- Rm

Locking nut. spanner 19

Counierank Men pdpusiment screw
apnned O (standand |

Rotate cockwise o norause
pressure

Mounling surisce wilh saaling nngs:
4 OR type 2037 (8251 TH) 00 Shone

Assustment knob: K

Liociing rng
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