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INTERNAL GEAR PUMP

IPH SERIES WITH METRIC-SHAFT
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A patented axial and radial
pressure loading system provides
high efficiency and generates

maximum pressures up to 300bar.



INTERNAL GEAR PUMP WITH METRIC-SHAFT
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A patented axial and radial pressure loading system

provides high efficiency and generates maximum
pressures up to 300bar.

i
lPH-ZB- -7173n Model No. LA [mm] | LB [mm] | @D [mm]
) ) ) IPH-2B-3.5-"-7173A 107 | 510 | 89
(Flange Mounting, Clockwise Rotation) TR 5 e =
IPH-2B-6.5-"-7173A 116 55.5 12
View A IPH-2B-8-*-7173A 121 58.0 13
¥ 130
View A 106.4
6h9- 5030
m&u : 'Suction port flange -+ __.\H$\
N ] - W
. ¥ IRNEE
s ~ —— | Y ==
e (@}
Suction port flange 7T \_f-‘g_'_é%'_ N \ I // th
SAEJ518b-1/2 | | == B \& _@
014 L] = 18h7-6oe
17.5
%*
|PH-3B- -1173n Model No. LA [mm] | LB [mm] | @D [mm]
) : : IPH-3B-10-*-7173A 128.5 60 14
(Flange Mounting, Clockwise Rotation) PH3BI3"7170A 345 | 63 =
View A IPH-3B-16-*-7173A 1395 | 655 | 18
v
LA 43
View A LB 5 - iﬁg
‘ 36| o
— = ]
4xmioast ] | ""’"—‘iui__;g‘ | Bl g | A{f "
< e e = rj ol wl™ O [ /8
ol T ) = e ‘%;T.'— J— T 3§ — =1 -
in 9|0 < ST T (_\
‘ : . SN | 13 '8 )
Suction port flange 4& _ T & \
SAEJ518b-1 TL 1 T A 71
@25 /_ Discharge port flange | 1?.53< @D . " |_218h7-Sois

SAE)518b-1/2




IPH SERIES
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IPH-5B-*-7113A Model No. LA[mm] | LB[mm] | @D [mm]
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IPH-5B-64-*-7173A 218.5 99.5 28
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INTERNAL GEAR PUMP WITH METRIC-SHAFT

SPECIFICATIONS

Aol Capacity Rated Pressure™? Ma:r.eosf:::::ng - sR;::Lutmn Max.::::‘:“t.on Weight kg
cm’/rev bar bar min’? min’ Type A Type B
IPH-2A(B)- | 3.5- -7173A 3.60 4.4 2.4
5 5.24 45 25
55 6.55 250 300 600 2000 26 ¥
8 8.18 4.8 2.8
IPH-3A(B)- 10- -7173A 10.2 10.5 4.8
13 13.3 250 300 600 2000 10.7 5.0
16 15.8 11.0 5.3
IPH-4A(B)- 20- -7173A 20.7 15.2 9.5
25 257 250 300 500 2000 15.7 10.0
32 323 16.2 10.5
IPH-5A(B)- | 40-21 -7173A 40.8 32.0 19.0
50 50.3 250 300 400 2000 33.0 20.0
64 63.9 34.0 21.0
IPH-6A(B)- | 80-21 -7173A 81.3 62.0 39.0
250 300
100 101.6 300 2000 64.0 41.0
125 125.9 210 250 66.0 43.0
See further detailed information on our main catalogue chapter C
IPH - 4B - 25 - LT - 7173A Understanding Model Numbers
— with Metric-shaft
Auxiliary symbol* None: Clockwise (viewed from shaft end)
L Counter-clockwise (viewed from shaft end)

T: With assembled screw in type flange kit
E? With assembled welded type flange kit
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Capacity (cm3/ rev)
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Mounting method /‘

A: Food type mounting B: Flange type mounting
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Size2,3,4,5,6 { l I
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IPH Series IP Pump
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Note: The information contained in this brochure is protected by copyright.
Therefore, it is forbidden to copy, reprint or reproduce in any other way the content without permission from NACHI. Subject to changes without notice

* Ausiliary symbol(s) must be prov

fed in alphabetic order
*1 Rated pressure: The maximum pressure |

*2 Maximum operat

h a hydraulic pump can be used continuously

ire: The maximum re (including surge pressure) at which a hydraulic pump

1/10 of the cycle time.
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