Part number: HYD Ro M A H YDR OMA

HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE TWAPABAVUYECKWUE CUCTEMbI

POMPE A MANO CODICE FAMIGLIA

NZA SERBATOIO e
HAND PUMPS
WITHOUT TANK Sewes PM 20

(Pompe o mano con azionamento a doppio effetto con rubinet- )
to di scarico per impianti a semplice effetto o senza rubinetto
per impianti d'emergenza. Sono disponibili in tre diverse cilin-
drate per consentire le piu svariate applicazioni e per limitare lo
sforzo sulla leva in ogni situazione. Hanne il corpo in ghiso con
trottamento di fosfatozione e lo stelo in acciaio nicheloto.

Hond pumps with double effect octivation wheter with drainoge tap for sim-
ple effect installations or without tap for emergency installations

Availoble in three different capocities fo allow several applications ond fo
limit the effort on the lever in any situvation. The body is in cast-iron with
phosphote treatment and the stem is in nickeled steel
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Codice di ordinazione )
Order code

Pm20 |

con rubinetto 106-001-00013

with valve

senza rubinetto 106-001-00040
\_ without valve

S
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Schema ldraulico / Hydraulic layout
SENZA RUBINETTO / WITHOUT VALVE CON RUBINETTO / WITH VALVE
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Tipo pompa

Pressione massima
Pump type

Max. Pressure

bar

300

PM 20

Dati Tecnici
Technical dafp

Cilindrata

Displacement
'Completa / Full| Tiro / Pull |Spinta / Push

cm’feiclo

Peso
Weight

cm’/teo

o /spinta |

x
|
20 | 108 2 | 3

Kg

-

Minerale o sintetico compatibile con 1;|m:|mu:»c»-|W

i
ﬂuldo ldl‘m.llrco Mineral or synthetic compcmblo with the following

NBR, FKM FPM Nylon

Viscosita cinematica T medio ambiente

consigliata Averoge ambiend femp.
Kinematic viscosity

<- 10 -10+10 10+35 >35
VG (cSt = rnrn’/s) 22

“Pres. di aspirazione
Inlet pressure

32 46 68
-0,3 + 2 bar
A

H

Leva
Lever
PM 20
106-000-00176

Sforzo in fase di pompaggio

con leva standard
Load while pumping with standard lever

PM 20
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