Part number:

HYDROMA ﬂﬂﬂﬂﬁ|ﬁﬂbmmmq

HYDRAULICKE SYSTEMY

UKLADY HYDRAULICZNE

TMAPABNUYECKUWUE CUCTEMbI

AC. EL. Motor B14 Form according to UNEL IEC Norms
El-Wechselstrommotor B14 Bauform nach UNEL IEC Normen
MQ B—
u
2_ Mounting position
3 Einbaulage
4
Size Power Flange
Kennegrésse Leistung Flansch
B14 | KW | HP X
R 63 0,18-0,25(0,25-0,33| 19,5
L 71 0,35-0,55( 0,5-0,75 | 19,5
2POLES  Ipm{ 80 |07511| 1-15 305
2POLE =
N| 90 1,5-2,2 2-3 40,5
P| 100 3 4 75
R| 68 |0,12-0,18(0,17-0,25| 19,5
L 71 0,25-0,37| 0,33-0,5 | 19,5
4POLES  Imal 80 [055-075 0,75-1 | 805
4 POLE - - - —
Nl ¢ | 1115 | 152 [ 405
pl 100 |'224 | 355 | 75
R| 63 [009-012(0,12:0,17] 195
L] 71 |018-025[0,25-0,34| 195
6 POLES a7 Z :
6 POLE M 80 0,3_? 0,55( 0,5-0,75 30,5
N 90 0,75-0,55( 1-0,756 40,5
p| 100 1,5 2 75
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www.hydroma.cz

www.hydroma.eu

www.hidromasistems.pl




